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PREFACE 

This investigation was conducted under the Mossbauer Surface Stress Analyzer de- 
velopment program to provide a preparatory basu i«»r (Mutual quantitative analysis of 
residual stress levels. This work was under the technical direction of Mr. William II. 
Baer. Chief, Metallurgy Research Team, under general SUpervisiofl «d* Kmil J. ^ ork. Chief. 
Materials Engineering Division.   Mr. Emerson \\. Asher. Mr. George Fanner, Dr. N. E. 
I)owlin<r, and Dr. II. J. Konish offered Suggestions and constructive criticism. 
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SUMMARY 

An analysis of the effects of vibration on residual stress and distortion was per- 
formed on l-Und sample.».  \\ elded tensile specimens were also subjected to vihration 

to determine its effect on mechanical properties.   \ third test, subjecting a welded plate 

to vibration, was conducted to ascertain if these induced vibrations would cause crack 

nucleation and/or propagation. 

Residual stresses and stress relief are briefly discussed to provide background infor- 

mation.  Previous studies are also presented to give some insight into what experimenta- 

tion has been done.  In this analysis, the U-bcnds were divided into four groups, each 

undergoing different treatments to enable a comparison of the effectiveness of each treat- 

ment. The U-bends underwent measurements in a variety of positions before and after 
milling to detect distortion.   The welded tensile specimens were divided into three groups. 

each also undergoing different treatments for comparison purposes. The mechanical 

properties of the welded tensile specimens were determined by tensile testing. The 
welded test plate was subjected to several vibration tests of various frequency ami dura- 
tion, after each of which the plate was X-rayed and magnafluxed to detect crack». 

The data for each group for both the I   bend and tensile specimens wen statistically 
treated to determine tbe mean and standard deviation.  Of Specific inlcrot in tbe U-bend 

measurements was the difference between the before and after milling measurement». 

which indicates the amount of distortion. The data for each type of specimen were also 

analyzed by the student t distribution to determine the appropriate "p" values. The p 

value is the probability that the difference »s significant because of treatment or beCflUBf 
of random sample distribution. 

The numerical results enable only a qualitative comparison with regard to residual 
Stress relief but lead to the conclusion that vibratory strcs.» relict* doc» not suffice for a 

I -shaped specimen in relieving stress or giving dimensional stability. The tensile lest 
on the welded tensile sperimens »how.» that mechanical properties are unaffected by 
vibration.   The welded test plate »how» no evidence of crack nucleation and/or propaga- 

tion tor this particular weld and material.».   Knoiiüh information from \arions experi- 

ments and reports ha.» been obtained to state thai vibrator) stress relief is nol sn accept- 

able substitute for thermal stress relief. 

IN 
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AN ANALYSIS OF EFFECTS OF ELECTROMECHANICAL 

VIBRATION ON SELECTED SPECIMENS 

I. INTRODUCTION 

1. Oneral. Residual stresses have long pose«! .1 serious problem to manufacturers 
ami consumers of man) iron ami steel products. Tin ti cause rejection of 
Items because of distortion or lead to unexpected failure, which ai time- ma) In- cata 
Strophic.   Th«' usual method of StrCSS relief is thermal treatment which is often expensive 
and time-ronsuminj.'.   The search for a low« r COSl Stress relief method has led to the in- 

...ilion of eleetromeehanieall\ induced vihration and its application hy a few manu- 
facturers in stress relief equipment. The- vibration method's effectiveness i< questionable 
because of a lack of experimental data. The Metallurgy Research Team. Materials Knjji- 
neering Division (Mid)), of the Mobility Equipment Research and Development Center, 
Fort r>el\<>ir. Virginia, has undertaken vibrator) stress relict experimentation to gather 
more data and has treated them Statistically to attempt more definitive conclusion- of 

experimental result.-. Eventually, these data will he utilized ami expanded hy quantita- 
tive determination of residual stress with the Mosshauer Surface Stress Analyzer. 

II. BACKGROUND 

2. Stress.  \\ henever an external force acts on a hody , equilibrium is maintained 
by internal forces resisting the external action.-. These internal forces an- usually 
expressed by stress, the force acting over a certain ana.1    Residual stresses an' internal 
BtreSSCS existing in a bod) after external forces are removed.  These residual stresses are 
considered to be elastic stresses with a maximum value equaling the clastic limit.   \n\ 

Ses exceeding tin- value arc relieved bv plastic deformation of the hody. Residual 
Stresses .ire produced whenever nonuniform plastic deformation occurs, which may be 
by mechanical pi quenching, precipitation, welding, nitriding, or carhurizinfz.2 

The- s arc responsible for distortion and dimensional instability of 
bodies.   \ arious machining Operations, which remove material and the residual stress 

lUSe material shifts to reestablish equilibrium. 

3. Stress Relief.  Stress relief is often performed to reduce or eliminate- distor- 
tion caused b) residual stresses. Residual stresses will slowly relieve themselves bj daily 

1 George E. Dirtcr Jr.. V.clumical Metallurgy, M<<ira* Hill K<w>k Company (1961), p. 5. 

2 Ibid, p. 393-397. 



thermal cycles, but this process is greatly accelerated by heating the material to high 
temperatures. This operation is commonly known as thermal stress relief — a proven 
and effective method.3 

A technique has recently emerged involving vibration to relieve or redistribute 
residual stresses in order to reduce distortion and dimensional instability.  A manufac- 
turer of a vibratory stress relief equipment claims it docs not complete!) replace thermal 
stress relief but that it is a lower cost method to reduce residua! stress at highly stressed 
areas without inducing microstructural changes or oxidation as would occur in thermal 
treatment.4 

Vibratory stress relief uses a motor-driven, adjustable eccentric weight to 
excite structures by sinusoidal waves. This vibrational energy causes the metal crystal» 
in a stressed condition to move slightly and reestablish their equilibrium to a lower 
stress condition.5   In an unpublished MKD report, Dr. N. E. Dowling stated that he 
blew of only two phenomena which could result in stress relaxation by vibration. One 
is "deformation in highly stressed regions due to dynamic loads caused by vibrations 
(generating) sufficient heat to cause stress relief."6  This would probably entail a change 
in mechanical properties.  The second is kkif the dynamic loads are high enough to can-« 
large cyclic strains (greater than 0.01 inch/inch) the residual stresses in the highly strained 
regions could relax due to repeated plastic deformation.**9  An attempt was made to 
measure strains caused by vibration in a Urge steel bumper as shown in Figure 1, but no 
strains of the necessary magnitude could be recorded. Strains of this magnitude are 
usually sufficient to initiate cracks in most metals and to cause fatigue damage.  In 
another unpublished MED report, Dr. II. J. Konish states "that dimensional stability 
cannot be the sole criterion for evaluating the effectiveness of vibratory stress relief. 
Also important are the long-term effects of -tress relief by vibration-.  The presence of 
weld material creates brittle zones, the regions in which cracks can readily nucleate and 
propagate leading to eventual failure."8 

4.      Previous Studies.  Vibratory Stress relief il presented as a lower cost method 
of reducing residual stress to achieve dimensional stability. The possibility of vibratory 
stress relief achieving its claims has spurred a few investigations and experiments. 

3  CcoTfic E. Diftrr, Jr.. Mechanical MetaUurgy, McCraw-Hill Hook < umpam ( 1961), p. »17. 

VSR-Vibration Stress Reduction and Metal Stabilization Process Brief, Martin Engineering < «»mpany. p. I. 

5 Ibid, p. 4. 

Dr. It. E. Dowling, Comments on Residual Stress Remoml by Vibration, private MED report. 

7 Ibid. 

ft  Dr. H. J. konish. Some lung Term Effects of Vibratory Stress Relief, private MKD rrport 
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Figure I. Measurement of strains «-aused by vibration in a large steel bumper. 

Vibratory stress relief equipment manufacturers1 literature is often accom- 
panied by letters from equipment user's claiming successful use on various shapes, as in 
the machining of U-shaped openings, Naval Ordnance Systems Command has published 
i report on their experimentation of the effects of vibration on stress reduction and di- 
mensional stability. Their test specimen! were chosen to produce welding streat 
machining stresses, cold-forming stresses, and heat-treat stresses. The specimens rej 
sen ting each type of stress were divided into three groups for comparison. One group 

thermall) stress relieved-, a second group was left as formed;and the third group 
vibrationaUy conditioned.   The Nav) investigators concluded that vibratory Btn 

relief appears feasible but that the uniform reduction of Stress levels obtained by thermal 
treatments was not attained using vibratory methods and that there is insufficient evi- 
dence available to insure success by this method.9 

III. ANALYSIS 

5.      Purpose and Outline.  This analysis was undertaken to provide more definitive 
data to determine the effects of vibrators BtreSS relief on residual stresses ami dimensional 

I h. I it,; t„ rnrsx of Vibratory Stress Relief, Naval Ordnance System» Command, Naval Ordnan« < Station, 
Louisville, k<n»w(k\ (1971). 



Stability on low carbon steel. It concentrates on a particular sample, a cold-formed 
U-bend (Figure 2). 

The U-bends were divided into lour groups to compare the effects of vibra- 
tion on residual stress and dimensional stability (Table 1). One group was left in the 
;i- formed condition, a second group was thermally treated to represent a condition of 
no residual stress, and the two remaining »groups were vibrated. The U-bends were mea- 
sured before and after machining a flat spot on the outer radius to determine the amount 
of U-bend movement. These data wen  treated statistically by the student t test to indi 
cate il" the difference between groups was caused by treatment or by random sample dis- 
tribution. 

Table 1. U-Bend Groups 

( rlDUp Condition Stress Relief Method 

1A-5A-7A Vibrated at 20 percent motor eccentricity 

2A-3A-4A Vibrated at 45 percent motor eccentricity 

6A-8A \> formed 

IB through 515 Hot worked 

Vibration 

Vibration 

No stress relief 

Complete Strese relief 

Vibration can induce damaging fatigue cracks, especially in the brittle material 
of welds and accompanying heat-affe« ted /.ones.  To facilitate examining the possibility 
of crack initiation and propagation in this area, a weld test plate was fabricated from 
which a vibration plate and a number of tensile Specimens were cut. 

The welded vibration plate was designed to investigate the possibility of 
nucleatiou and/or propagation of cracks through the brittle weld material and heat- 
affected zones. The plate was vibrated through a series of harmonic peaks for various 
lengths of time, then X-rayed and magnafluxed after each vibration to detect the 
presence of cracks. 

The tensile specimens were used to determine ihr effects of vibration on 
mechanical properties. For comparison of results, the specimens were divided into 
three groups:   thermally relieved, as-welded, and vibrated. The mechanical propert) 
results also were statistical!) treated using the student t test to indicate if the difference 
between groups was attributable to treatment or to sample distribution. 

The I -bends to be vibrated were «lamped to the base of the vibrafc 
eccentric motor, as shown in Figure 3, with the transducer clamped to the curved por- 
tion to transmit vibration data to the control unit. Groups I \-5 \-7\ and 2A-3A-4A 
were vibrated with motor eccentricity <et at LM) and 4."i percent, respective!) . 

4 
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Figure 2   U-bend used in tests. Above: side view. Below: end view. 



Figure .'-t. U-besd, damped i<» tin \il»r;it«>r 

The frequency settingB <*i the maximum resonance peaks for each U-bend an- 
as follows: 

I'Bend Frequency (C/S) 

Group 1A-5A-7A- - Motor Eccentricity: 20 percent 

1A 115 
615 
668 
690 

5A 208 
410 
550 
655 

7A 206 
338 
360 
580 



U-Bcnd Frequency (C/S) 

Group 2A-3A-4A     Motor Eccentricity: 45 percent 

2A 220 

490 
545 

3 A KM 
229 
368 
H5 

4A 2120 
303 
373 
478 

In all Instances, the vibration time was 15 minuti 

After th<- vibration tests were completed, a Hat, perpendicular to the I   bend 
centerline and 3/16 inch deep, was milled across th<' outside radius of the curve on all 
I «bends, SS shown by the shaded ana in Figure 4. The U-bends were then remeasured 
as before. 

Data from the measurements in the XV-plane; positions X, Y, 0, and T;and 
along the Z-axis are given in Tables 2 and 3. The subscript (i) represents the initial 

Miement, the subscripl (f) represents the measurement after muling) (A) is the 
difference between the two measurements, and (% A i) is the percent change from the 
initial measurement. 

6.     U-Bend Specimens. The sei of I -bend specimens was designed to generate 
residua] Stresses by taking the form of eight V bends cold formed around a 3-inch 
mandrel from 7/8- by 7/8- by 18-inch SAE 1020 bar stock (see Figure 2).  Five samples 

similarly formed by hot working to form the sei containing no residual stress. 

a.      Test and Measurement Procedure. The eold-formed U-bend specimen- 
were labeled 1 \ through 8A, and the hot-worked specimens were labeled IB through 
5B.  Each specimen was scribed and measured as illustrated in Figure 4. The cold 
formed U-bends were arranged into three groups so that the standard deviations of 

urement Y(i) were almost equal. Specimens 1A-5A-7A and 2A-3A-4A formed the 
groups to be vibrated in order to determine the effects of vibration on residual stresses 
and dimensional stability. Specimens 6A-8A were left as-formed to represent the state 
of no stress relief. The hot-worked U-bends, IB through 5B, formed the thermally 



POSITION DIAGRAM DESCRIPTION 

X A Outer diameter of gage hole to outer 
diameter of gage hole 

Y r\i From inside 7" scribeline to inside 7" 
scribeline 

0 dJ From 7" scribeline to 7" scribeline. 
Calipers flush with bottom 

T lül At centerline calipers flush with botto. 

Figure 4. U-bend measurements 

8 



Table 2. U-Bcnd Arm Measurements (XY-Plane) (Inches) 

Sample NO) X(0 iX %Ai V(i) Y(0 AY %A1 0(0 m A0 %Ai 

Vibrated U-Bends - Motor Eccentricity: 20 Percent 

1,\ 7.580 7.586 0.006 0.079 6.673 6.688 0.015 0.225 8.425 8.434 0.009 0.107 
5A 7.646 7.659 0.013 0.170 6.744 0.012 0.178 8.482 8.489 0.007 0.083 
7A 7.522 7.534 0.012 0.160 6.606 6.614 0.008 0.121 8.360 8.367 0.007 0.084 
X 7.583 7.593 0.010 0.136 6.670 6.682 0.012 0.175 8.422 8.430 0.008 0.091 
a 0.062 0.063 3.8x10"' 0.050 0.063 0.065 3.5x10-" 0.052 0.061 0.061 0.0012 0.014 

Vibrated U-Bends - Motor Eccentricity: 45 Percent 

2\ 7.626 7.633 0.007 0.092 6.704 6.716 0.012 0.179 8.459 8.466 0.007 0.083 
3A 7.501 7.511 0.010 0.133 6.588 6.597 0.009 0.137 8.339 8.346 0.007 0.084 
4A 7.505 7.518 0.013 0.173 6.625 6.635 0.010 0.151 8.374 8.382 0.008 0.096 
X 7.544 7.554 0.010 0.133 6.639 6.649 0.010 0.156 8.391 8.398 0.007 0.088 
0 0.071 0.069 0.003 0.041 0.059 0.061 1.5x10-' 0.021 0.061 0.062 5.8x10'4 7.2x10"* 

As-Formed U-Bends 

6A 7.613 7.617 0.004 0.053 6.715 6.723 0.008 0.119 8.469 8.475 0.006 0.071 
8A 7.529 7.535 0.006 0.080 6.631 6.639 0.008 0.121 8.372 8.384 0.012 0.143 
X 7.571 0.005 0.067 6.673 6.681 0.008 0.120 8.420 8.430 0.009 0.107 
a 0.059 0.058 MxMP O.019 0.059 0.059 » 1.4x10*' 0.068 0.064 1.2x10-» 0.051 

Hot-Worked U-Bends 

IB 6.883 6.884 0.001 0.015 5.991 5.992 0.001 0.017 7.756 0.000 0.000 
2B 6.867 0.002 0.029 5.987 5.989 0.002 0.033 7.736 7.737 0.001 0.013 
3B 6.801 6.800 o.ooi «'.015 5.907 5.908 0.001 o.ni: 7.668 0.001 0.013 
4B 6.843 6.843 0.000 0.000 5.934 5.935 0.001 0.017 7.698 7.698 0.000 0.000 
5B 6.891 6.894 nooa 0.044 5.992 5.993 0.001 0.017 7.751 7.752 0.001 0.013 
X 6.857 6.858 o.ooi 0.021 5.962 5.963 0.001 0.020 7.722 7.722 0.001 0.008 
0 0.036 0.038 1.1x10°* 0.017 0.039 0.039 1.5x10- 7.2xl0'3 0.038 0.038 5.5X10"4 7.1X10-' 

* Not determined. 

Subscript Repmeoti 

(i) Initial Measurement 
(0 Final Measurement (After Milling) 
(A) Difference between Initial and Final Measurements 
(%Ai) Percent Change From Initial Measurement 

Symbol Represents 

X,Y,0 Position of Measurements in XY-Plane, as in Figure 4 
Mean 

a Standard Deviation 



Sample 

Table 3.  Additional U-Bend Arm MNMUMMBtl (XY-Plane and /.-Axis) (Inches) 

I -Bind Ann MeMBWl (\ Y-I'l.in«) U-Bend Ann Measurement (/-Axis) 

T(i) T(0 AT %Ai Sample Initial       Final %Ai 

Vibrated U-Bend* 

1A 0.881 0.697 0.184 20.89 1A 0.031 0.038 0.007 
5 A 0.880 0.692 0.188 21.36 5A 0.052 0.062 0.010 19.23 
7A 0.882 0.695 0.187 21 . 7A 0.037 0.050 0.013 35.14 
X 0.881 0.695 0.186 21.15 X 0.040 0.050 0.010 25.65 
a 0.001 2.5x10' 2.1 xlO"3 0.239 a 0.011 0.012 0.003 8.388 

Vibrated U-Bend« 

2A 0.881 .88 0.193 21.«Jl 2A 0.044 0.050 0.006 13.64 
3A 0.881 0.705 0.176 19.98 3A 0.043 0.060 0.017 39.53 
4A 0.880 0.696 0.184 20.91 4A 0.037 0.056 0.019 51.35 
X 0.881 0.696 0.184 20.93 X 0.041 0.055 0.014 34.84 
a 5.8x10'4 8.5x10'5 8.5x10 3 0.965 a 0.004 0.005 0.007 19.29 

As-Formed U-Bends 

6A 0.887 0.700 0.187 21.08 6A 0.044 0.062 0.018 40.91 
8A 0.883 0.692 0.191 2i.<»:< 8A 0.054 0.058 0.004 7.41 
X 0.885 0.696 0.189 21.36 X o.oto 0.060 0.011 24.16 
a 2.8x10s 5.7x10s 2.8x 10'3 0.389 a 0.007 0.003 0.010 23.69 

Hot-Worked U-Bends 

IB 0.880 0.691 0.189 21.48 III 0.000 0.00 0.00 0.00 
2B 0.878 0.70-, 0.173 19.70 2B 0.00 0.00 0.00 0.00 
3B 0.873 0.691 0.182 20.85 3B 0.00 0.00 0.00 0.00 
4B 0.873 0.694 0.179 20.r>(> 4B 0.038 0.045 0.007 18.42 
5B 0.887 0.696 0.191 21.ra SB 0.00 0.00 0.00 0.00 
X 0.878 0.695 0.183 20.81 X 0.008 0.009 0.001 3.68 
a 5.8x10"' 5.8x10 J 7.4x10'3 0.758 a O.OI7 0.020 0.003 8.24 

Subscript Kcpreseati 

(0 
(0 
(A) 
(%Ai) 

Initial Measurement 
Final Measurement (After Milling) 
Difference between Initial and Final Measurement 
Percent Change from Initial Measurement 

Symbol Represents 

T 

0 

Position of Measurement* in XY-Plane, as in Figure 4 
Mean 
Standard Deviation 

10 



treated group representing the state of compb relief. Besides measurements in 
the \Y-plane to determine inn movement after machining, measurements also were 
taken along the Z-axis to determine vertical arm movement. Each I «bend was laid flat 
on a steel sheet with the height <>f the arms above the plate measured at the 7-inch scribe 
line. All U-bends were magnafluxed to detect the presence of cracks or flaws as shown 
in Figure 5.   None were found. 

\ ihrational conditioning was performed \>ith the vibration equipment 
shown in Figure (>. The vibrations are produced by using a variable speed motor driving 
an adjustable, eccentric weight. Instrumentation enables determination of the frequenc) 
settings corresponding to resonance peaks«   \i least three resonance peaks are to he 
located« and vibrations are to be held for 10 to 15 minutes each.10 

b.     Results and Discussion. The percent change from tin initial measure- 
ments taken in position \ shows that the as formed I   bends, 6 \-8A. exhibited less 
distortion than the U-bends in either of the \ihraied groups 1 VIA 7 \ and 2 \ 5 V4A. 
The range of the mean plus or minus the standard deviations of the vibrated groups 
fall together and do not overlap the mean plus or minus the standard deviation of the 
as-formed group, which is lower than the vibrated groups.  Looking at the percent 
change from the initial measurements taken in position Y, one can see the same results 
as the measurements taken in position \. 

The percent change from the initial measurements taken in position 0 
differed from those taken in positions X and "> .   hi this case, the mean plus or minus 
the standard deviations of the vibrated groups again fall together hut overlap the lower 
part of the range of the as-formed group.   The means of the vibrated groups are al 
lower than those of the as-formed group. The measurements taken in positions \, Y, 
and 0 should yield similar results. The difference probably lies in the measurement 
techniques at the various positions and is enhanced by the small order of magnitude. 

The differences in measurement at the various position- are relatively 
insignificant between the vibrated and as-formed groups when compared to the differ 
em es versus the hot-worked group, which exhibit virtually no distortion after milling. 
The validity of the results is strengthened by the fact that the percentage of material 
removed by milling was extremely uniform between all U-bends, thereby establishing 
similar conditions for arm movement in each. 

The distortions in the XY-plane were of a small order of magnitude and 
leave inconclusive the effects of vibration in relieving residual stresses.  More revealing 
are the measurements of U-bend arm movement along the Z-axis as recorded in Table 3. 

VSR- Vibration Stress Reduction and Metal Stabilization Prvce* Brief, Martin Engineering Company. 
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Figure 5. Magnafluxing a D-bcnd. 

Figure 6.  Vibration equipment 
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The as-formed and vibrated I bends showed large percentage increases in arm mo\ 
mrni after milfing while the hot-worked U-bends showed negligible arm movement. The 
as-formed U-bends,6A-8A, exhibited slightly less movement than the vibrated group, 
2A-3A 1 \ When the vibrated and as-formed groups are eompared to the hot-worked 
group, much greater differences are obtained which make the differences between the 
vibrated and aB formed groups, though sizable, seem insignificant. These results make 
it obvious that vibrations do not relieve residual stresses or impart dimensional stability. 

Statistical analysis can be applied to the data to indie ate if the differ- 
ences between the groups are attributable to treatment or random specimen distribu- 
tion. The statistical analysis ua d is the -indent t distribution: 

/ N, +N2 -2 (N, +NJ 

From appropriate tables, the value p, representing probability, is found for the respec- 
! and number of degrees of freedom. The p values for comparison between U-bend 

groups are given in Table 4. 

Table 1. Student t Test - p Values for U-Bends 

Comparison with Group (6A-8A) 
p Vain« 

Measurement Parameter Group Group Group 
(1A-5A-7A) (2A-3A4A) (IB through 5B) 

X 0.2 0.1 + 0.02 
1 0.2 0.1 + 0.001 
0 0.6 0.5 0.01 
T 0.5 0.6 0.4 
Arm Vertical Movement 0.9 0.6 0.1 + 

In engineering practice, \ alms of p less than 0.1 are considered to indicate a significant 
difference. 

Comparing the percentage change from initial measurement (% A i) for 
positions X, Y, and 0 of the arm opening in the XV plane by the student t distribution 
yields some interesting results.  The as-formed group, 6A-8A, was compared with the two 
vibrated groups, I V5A-7A and 2A-3A-4A, which gave p values for positions X, Y, and 0 
greater than 0.1. This indieates that the difference was probably caused by random 
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distribution of specimens. When the as-formed group was compared to the hot-worked 
group for each position, the p values were considerably less than 0.1 indicating a signifi- 
cant difference because of the thermal treatment. A similar comparison of measurement 
T, representing the percentage of material removed, gave p values of between 0.4 and 
0.6. The differences were attributable to random sample distribution rather than to any 
other factors. 

When the vertical arm movement was measured, it was found, from com- 
paring the as-formed to the hot-worked and vibrated groups for each position, that the 
p values were greater than 0.1. The vibrated groups exhibited considerably higher prob- 
ability that the differences were attributable to random distribution than did the hot- 
worked group for each position. 

7.     Welded Test Samples. A welded test plate, lA by 18 by 20 inches, was fabri- 
cated from material conforming to ASTM Standard A36. The plate was cut into two 
halves, each 20 by 9 inches, with each half double-beveled 60° along a 9-inch edge. 
The halves were then welded together using an E-7018 electrode corresponding to 
AWS 501. The weld test plate was again cut in half, perpendicular to the weld, forming 
two halves, each measuring 10 by 18 inches. One half was then annealed for 1 hour at 
1,200° F (see Figure 7). Both halves were X-rayed to determine the soundness of the 
weld. Six tensile specimens were then cut from the as-welded plate, and three tensile 
specimens were cut from the annealed plate in accordance with ASTM standard E8, 
sheet-type, rectangular tensile specimens, such that the weld material contained no 
flaws as illustrated in Figures 8 and 9.  From the as-welded plate, a vibration plate, 3 
by 8!4 inches, was cut with the weld in the transverse direction. The weld contained 
two small areas of porosity as depicted in Figure 8. 

a.      Tensile Specimens. 

(1)    Test and Measurement Procedure. The as-welded tensile specimens 
were marked from 1A to 6A, and the annealed tensile specimens were marked from 1H 
to 3H, as depicted in Figures 8 and 9. Tensik specimens 1 A. 2A, and 3A formed the as- 
welded group; tensile specimens 4A, 5A, and 6A formed the group to be vibrated; and 
the annealed tensile specimens formed the third group, as described in Table 5. Each 
tensile specimen of group 4A-5A-6A was vibrated with motor eccentricity set at 20 
percent as shown in Figure 10. The frequency settings for each tensile specimen are as 
follows: 
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Figure 7. Welded test plate. 
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Figure 8. Sketch of the as-welded test plate. Figure 9. Sketch of the annealed test plate. 



Specimen Speed (X10 c/min) 

4A 240 
370 
473 

5A 235 
345 
483 

6A 22:; 

397 

In all instances, the length of vibration time was 15 minutes.  All tensile specimens were 
then tested on a 300.000-pound-load-cupacilv Baldwin. 

Table • >.  Tensile Specimen Groups 

Group Condition Stress Hehef Method 

1A-2A-3A la-welded 
4A-5A-6A Vibrated at 20 percent motor eccentricity 
1H 211 -311 Annealed 

No stress relief 
Vibration 
No residua] B1 

Figure 10. Tenak specimen clamped to ihe vibrator. 
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Universal Testing Machine using the 0- to 60,000-pound range in accordance with 
\ST\1 Standard E8.   A load-strain recorder ami 2-inch gage exlensiometer were used 
to obtain bad-strain «HIM-.- in order t<> determine the ultimate tensile strength, 0.2« 
percent-offset yield strength, and Young's modulus for each tensile specimen. 

(2)    Results and Discussion. The results <>f the tensile lest of the welded 
tensik specimens are given in Tahle 6.  The p values calculated from group comparison 
using the student t test are given in Tahle 7.   The tensile strength, yield strength, and 
elongation of the as-welded and vibrated tensile specimens show virtually no difference 
between groups; whereas, the annealed tensile specimens shorn slightly lower values for 
these parameters when compared to the other groups. The p values from comparing the 

Lded and vibrated specimens indicate thai the differences are probably attributable 
to random distribution. The p values from comparing the as-welded to annealed tensile 
specimens indicate a significant difference because of thermal treatment. 

Table 6. Mechanical Properties of Tensile Specinn 

Sample 
Tensile Strength 

(lhf/in2) 
Yield Strength     1 

(lhf/in2) 
Elongation 

(pet) 
Young's Moduln- 

(106 Ibf/in2) 

As Welded 

1A 
2A 
3A 

62.951 
62,489 
62,951 

42,101 
46,916 
47,113 

20.3 
20.6 
20.1 

32.08 
27.(r> 
32.08 

Average 62,797 15,377 

Vibrated 

20.3 30.7 

4A 
5A 
6A 

63,038 
61, "77 
62,548 

46,028 
42,384 
11.962 

* 
* 

20,3 

30.02 
29.59 
• 

Average 62,521 43,458 

Annealed 

20.3 29.» 

III 
211 
3H 

61,872 
59,595 
59,048 

42,185 
39,059 
40,039 

23.4 
23.1 
23.0 

29.33 
28.99 
28.31 

Average 60,172 40,440 23.2 28.9 

* Not detcrnunrd. 
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Table 7. Student t Test — p Values for Tensile Spceimens 

p Values 

Parameter (;roup(lA-2A-3A) 
vs (4A-5A-6A) 

Group (1A-2A-3A) 
vs(lll-2ll-31l) 

Tensile Strength 
Yield Strength 

0.4 
0.4 

0.05- 
0.05+ 

b.      Welded Vibration Plate. The as-welded vibration plate was vibrated in 
numerous harmonic modes, X-rayed, and magnafluxed, as shown in Figures 11 and 12. 
The vibration modes were as follows: 

Speed (X10 c/min) 

258 
518 
470 
490 
550 

Total 

Time (hr) 

1 
2 
2 
3 

17 

25 

Figure 11.  Vibration plate clamped to the vibrator. 
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Figure 12. Magnafluxing the vibration plate. 

The motor eccentricity was 20 percent. The plate displayed no evidence 
of crack nucleation and/or propagation. For this particular specimen, fatigue damage 
from vibration is not evident; however, this does not mean such damage cannot occur, 
for larger, more complex forms could vibrate in such a manner as to suffer fatigue 
damage. 

IV. CONCLUSIONS 

8.     Conclusions.  From the foregoing analysis, vibration showed tittle, it an) , 
significance as a means of residual stress relief or dimensional stabilization. The results 
showed that for cold-formed (J-benda, vibrator) stress relief does not relieve residual 
stresses. The effect of vibration on dimensional stability is also questionable The 
probability that any difference between the as-formed and vibrated teal specimens is 
attributable to random sample distribution is too gnat to allow a definitive conclusion. 
Thermal treatment is definitely a significant stress reliever, yielding positive results. For 
relief of residual stresses or for obtaining dimensional stability in cold-formed I   bends or 
similar shapes, vibratory stress relief just does not suffice, whereas, thermal Btress relief 
or hot working will accomplish these tasks more uniformly and consistently. 

The tensile test performed on the welded tensile specimens was used to de- 
termine mechanical properties and the effects that vibration had upon them. The only 
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conclusion that can be drawn is that vibration has very little, if any, effects upon these 
properties and, therefore, does not change the brittle state of the weld material or heat- 
affected zone. 

This analysis exemplifies the need for more experimental data on many types 
of residual stresses in a variety of forms. More importantly, a change in experimental 
technique is needed to change residual stress determination from qualitative to quantita- 
tive terms. Taking this consideration into account, we may use the quantitative results 
primarily to determine the effects of vibration on dimensional stability. The Metallurgy 
Research Team plans to conduct experimentation of residual stress relief by vibration in 
quantitative terms by utilizing the Mossbauer Surface Stress Analyzer to obtain actual 
residual stress levels in the near future. 
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